
HUAWEI 
LUNA2000-5-S0 (5 kWh) + SUN2000-8KTL-M1

1x 0133893 (LUNA2000-5-E0 Battery Module)
1x 0133894 (LUNA2000-5KW-C0 Power Module)
1x 0150153 (SUN2000-8KTL-M1)
1x 0130384 (Smart Power Sensor DTSU666-H
250A/50mA)
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LUNA2000-5-S0:
- Battery usable energy: 5 kWh
- Max. output power: 2.5 kW
- Peak output power: 3.5 kW, 10 s
- Nom�nal voltage (s�ngle phase system/L1): 360 V
- Operat�ng voltage range (s�ngle phase system/L1):
350 - 560 V
- Nom�nal voltage (three phase system/M1): 600 V
- Operat�ng voltage range (three phase system/M1):
600 - 980 V
- D�splay: SOC status �nd�cator, LED �nd�cator
- Commun�cat�on: RS485 / CAN (only for parallel
operat�on)
- Operat�ng temperature: -10°C ~ + 55°C
- Relat�ve hum�d�ty: 5% ~ 95%
- Cool�ng: Natural convect�on
- Protect�on rat�ng: IP 55
- No�se em�ss�on: <29 dB
- Cell technology: L�th�um-�ron phosphate (L�FePO4)
- Scalab�l�ty: Max. 2 systems �n parallel operat�on
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